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ABSTRAK 
 
 
 
 
Dalam tesis ini, persamaan momentum dan haba teori pemindahan untuk 
cecair “Power-Law” bukan Newtonian dalam silinder diselesaikan secara berangka. 
Model kondenser yang mudah digunakan untuk menganalisis kesan kelakuan cecair 
“Power-Law”  dalam keadaan operasi industri. Keputusan ke atas struktur terperinci 
aliran dan suhu dibentangkan menggunakan pelbagai parameter berikut:- “Power-
law” nombor (0.4 < n < 1.8), dan Reynolds nombor (1 ≤ Re ≤ 104). Pada nombor 
Reynolds yang rendah, cecair masih melekat pada permukaan silinder. Ini bermakna 
ciri pemindahan haba yang baik bagi nilai n kurang daripada 1 (iaitu Bendalir 
Newtonian). Bila bilangan Reynolds bertambah, fenomena pemindahan haba yang 
lebih tinggi masih diperhatikan tetapi tidak sebaik nombor Reynolds yang rendah. 
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ABSTRACT 
 
  
 
 
 In this thesis, equations using momentum and heat transfer theory for Power-
Law, non-Newtonian fluids over circular cylinder are being solved numerically. A 
simple model of condenser is used to analyze the effect of the Power-law fluids 
behavior in industrial operating conditions. Results on the detail structure of the flow 
and temperature are presented using the following parameter range: - Power-law 
index (0.4 < n < 1.8), and generalized Reynolds number (1 ≤ Re ≤ 104). At low 
Reynolds number, the flows remain attached to the surface of the cylinder. This 
implies higher heat transfer characteristic for value of n less than 1 (ie. Newtonian 
Fluid). As the Reynolds number increases, higher heat transfer phenomena are still 
observed but not as good as those of low Reynolds. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
